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LUMATEK APOLLO 550W LED producing of
1540 pmol/s with a real efficacy of 2.8 umol/J,

covering grow areas of 1.2 x 1.2 meters.
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LUMATEK | AFOLLID

PROFESSIONAL LIGHTING

/PRODUCT SPECIFICATIONS A

PRODUCT CODE LUMLEDO36

LIGHT DISTRIBUTION 120°

INPUT VOLTAGE 220-240 V AC, 50/60 Hz
INPUT POWER 550 W (* 5%) @ 230 V AC
EFFICACY 2.8 umol/J @ 230V AC

PPF 1540 pmol/s

FOOTPRINT 12x12m

POWER FACTOR 099 @230V AC

DIMMING DIMMER (INCL.) OFF-25-50-75-100%
EXTERNAL CONTROL LUMATEK CONTROLLER OR
UNIV. CONTROL O0-10 V

NET WEIGHT 74 Kg

DIMENSIONS 1143 x 936 x 85 mm

SPECTRUM FULL SPECTRUM

THERMAL MANAGEMENT PASSIVE

LIFETIME L0 > 50000 hrs

CCT 3722K

QUANTITY OF LED BARS 6

IP RATING P65

BTU 1877 BTUs/h

WARRANTY 3 YEARS

CERTIFICATIONS CE, EMC, LVD, ROHS, TISI, RCM
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INPUT POWER [W] AND CURRENT [A] PER DIMMING RANGE

@230V
DIMMING INPUT POWER [W] INPUT CURRENT [A]
100% 550 2.5
75% 412 19
50% 272 1.3
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 ITEMS INCLUDED IN THE BOX )

X APOLLO 550W LED FIXTURE

X LUMATEK 550W LED DRIVER + 4X SCREWS
X AC POWER SUPPLY CABLE

2X METAL CABLE HANGERS

X DIMMER BOX

X MANUAL
- J
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M43 mm
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AVAILABLE PARTS

LUMMO0034 EU LED POWER PLUG CABLE
LUMMOO015 DAISY-CHAIN 5M CONTROL CABLE
LUMMOO018 LED CONTROLLER CABLE (3-PIN)




FLOWERING STAGE

Walls reflection level: High

Distance between fixture and canopy: 40 cm
Canopy PPFD average: 812 pmol/m?2/s
Dimming (Power Consumption): 100% (550 W)

VEGETATIVE STAGE

Walls reflection level: High

Distance between fixture and canopy: 60 cm
Canopy PPFD average: 501 umol/m2/s
Dimming (Power Consumption): 75% (413 W)

For sales support:

r )
603 | 618 | 645 | 670 | 674 | 623 | 613 [ 605
606 | 711 | 844 | 870 | 860 | 852 | 747 | 611
610 | 844 | 958 | 993 | 987 | 959 | 844 | 619
615 | 864 | 1010 | 1044 | 1044 | 1009 | 868 | 641
1.2m
608 | 884 | 1020 | 1052 | 1049 | 1017 | 875 | 637
616 | 866 | 968 | 1004 | 1009 | 975 | 838 | 616
609 | 713 | 817 | 849 | 856 | 843 | 744 | 607
601 | 604 | 609 | 607 | 625 | 611 | 609 | 602
\ >, 0.15m
1.2m =
0.15m
Walls reflection level: High
Distance between fixture and canopy: 65 cm
Canopy PPFD average: 478 umol/m2/s
Dimming (Power Consumption): 75% (413 W)
r D
333 | 394 | 435 | 449 | 449 | 434 | 393 | 331
379 | 450 | 498 | 515 | 515 | 497 | 448 | 377
422 | 495 | 550 | 567 | 567 | 549 | 493 | 419
438 | 511 | 566 | 582 | 582 | 565 | 509 | 436
1.2m
438 | 513 | 568 | 585 | 584 [ 567 | 511 | 437
429 | 503 | 558 | 575 | 575 | 557 | 501 | 426
389 | 462 | 512 | 529 | 529 | 511 | 461 | 387
345 | 409 | 451 | 465 | 465 | 451 | 408 | 343
\ o, 0.15m
1.2m L—
SEEDLING STAGE "
Walls reflection level: High
Distance between fixture and canopy: 40 cm
Canopy PPFD average: 203 umol/m2/s
Dimming (Power Consumption): 25% (141 W)
r )
120 [ 148 | 164 [ 170 | 170 | 164 | 147 | 119
153 [ 190 | 211 [ 218 | 218 | 211 | 189 | 152
179 | 220 | 246 | 253 | 253 | 245 | 219 | 178
188 | 232 | 259 | 266 | 266 | 258 | 231 | 187
1.2m
189 | 233 | 260 | 267 | 267 | 259 | 232 | 188
182 | 224 | 250 | 257 | 257 | 249 | 223 | 181
158 [ 196 | 218 [ 225 | 225 | 218 | 195 | 157
127 | 156 | 173 [ 178 | 178 | 173 | 155 | 126
\ , :[ 0.15m
1.2m —
0.15m

General contact:

1.2m

r343 408 | 451 | 466 | 465 | 450 | 407 3401
395 | 470 | 521 | 539 | 539 | 520 | 469 | 393
445 | 522 | 580 | 598 | 598 | 579 | 520 | 441
461 | 541 | 598 | 617 | 617 | 597 | 539 | 457
462 | 543 | 601 | 620 | 619 | 599 | 541 | 458
451 | 530 | 589 | 607 | 607 | 587 | 528 | 447
405 | 483 | 536 | 554 | 554 | 534 | 481 | 403
357 | 424 | 468 | 484 | 483 | 467 | 422 | 355
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CLONES STAGE

Walls reflection level: High

Distance between fixture and canopy: 100 cm
Canopy PPFD average: 115 ymol/m?/s
Dimming (Power Consumption): 25% (141 W)

a 2\
89 100 | 109 | 111 111 | 109 100 | 89

96 109 | 119 | 122 122 | 119 109 | 9%

104 | 117 | 128 | 130 130 | 127 116 | 103

106 | 119 | 129 | 132 132 | 129 119 | 106

106 | 119 | 130 | 133 133 | 130 119 | 106

105 | 118 | 129 | 132 132 | 129 118 | 104

98 11 121 | 124 124 | 121 111 97

91 102 112 | 114 114 | 112 103 | 91

\ S

For technical support:
orders@lumatek-lighting.com info@lumatek-lighting.com techsupport@lumatek-lighting.com

1.2m —
0.15m

FOR MORE INFORMATION ON LUMATEK PRODUCTS

VISIT WWW.LUMATEK-LIGHTING.COM
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