NeptuneHydroponics®
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ULTRASONIC MIST MAKER MONZON - MANUAL

1.This item uses the high-frequency oscillation of ultrasonic to change the electric
oscillation into mechanical oscillation through the Ceramic Disc. As a result, the water
becomes mist that can be used to increase humidity, eliminate static electricity and
refresh the air. It is suitable for large industrial humidifying occasion.

2.This item has automatic control system of water level. Tt will stop automatically if the
water level is below the normal working level. That is good to secure the hurmidifier
from burn out caused by improper use or lack of water.

3By using humidity automatic control system you can control the relative humidity
of the environment.
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4 Replaceable design for Ceramic Disc can reduce the maintenance cost. The Ceramic
Disc will age and the mist will reduce after running for a long time. At this time, you just need to replace the ceramic disc and the
humidifying function will be restored.

Important Notice

1. Please check the input voltage marked on the power adapter is matching the local voltage before initial use.

2. Connect a tube to the “water overflow outlet” which leads to the drainage. It has drainage effect and protects the inner electrical
equipment in case of the water inlet valve breakdown.

3.Please use the clean tap water as water supply. If the water quality is not good, the mist will be reduced and working life of the Cera-
mic Disc will be shortened. Purified water and distilied water are not allowed. We recommend you to put a filter net on the water inlet.
4. Before any use, disconnect the unit from power supply.

5. Keep out of reach from children and pets at all time.

Installation and Operation :

1. The machine is not suggested to be placed in the humidifying space. The mist is sent by a relevant pipe.
2. Place the machine horizontally in the right place. It will control inflowing automatically and will drain the water after connecting
the inlet and ocutlet pipe and turning on the inlet switch.

3. Conmect the power, turn on the switch and the indicator will light up. If the water level is enough, it will work automatically.
When it stores up enough water and water level is higher than the water protection switch, the device will work,
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Humidifiers Parameters: Mist quantity: > 5.5 kg/h

Diameter of spray outlet: ¢ 110mm

Water particle: 210 um

Power: 300w

The size of Inlet/Outlet pipe hole: 1/2"

Size: L"W*H 400x340x310mm (without spray pipe) Water inflow pressure:
1. 0.1-1Mpa (connect to the tap water pipe) (Standard)
2. 0.02-0.8Mpa (Stress-free water pipe) (Optional)

Weight: 6.8kg

Water injection capacity: 4.3 kg

Notes: the specific mist quantity will be different depending on the locale erivironment.



